
FINISHES
High gloss white, unique finish both scratch  
and corrosion resistant

MEASUREMENTS
Heights from 200mm to 900mm 
Lengths from 1000mm to 3000mm 
Depth of 102mm

HORIZONTAL 
HYDRONIC PANEL  
RADIATORS 

With an exceptionally slim profile and 
silky-smooth surface, the Stelrad Planar 
offers a stylish alternative for domestic 
or commercial developments. With 
integrated top grilles and side panels, the 
Stelrad Planar is completely understated, 
flat and smooth.

10 YEAR*
WARRANTY

SHOWROOM 
11 Fiveways Boulevard 
Keysborough  
VIC 3173
PHONE 1300 00 1800
FAX (+613) 9798 5133

enquiries@huntheat.com.au

www.huntheat.com.au  

HUNT HEATING
The smart choice.

®

®

COLOUR
Standard white - RAL 9016

TOP GRILLE

REVERSE FLOW SET WITH THERMOSTATIC HEAD



HYDRONIC PANEL RADIATORS Outputs & Dimensions

* PLEASE NOTE:  Any product installed in areas of high humidity (including bathrooms, changing rooms, etc) are limited to a 12 month product only warranty
Please contact Hunt Heating for terms & conditionsS
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Part Number Height Length kW Output

SP22 200X1000 200 1000 0.764

SP22 200X1400 200 1400 1.069

SP22 200X1800 200 1800 1.375

SP22 200X2400 200 2400 1.833

SP22 300X1000 300 1000 1.177

SP22 300X1400 300 1400 1.647

SP22 300X1800 300 1800 2.118

SP22 300X2400 300 2400 2.824

SP22 600X 400 600 400 0.832

SP22 600X 500 600 500 1.039

SP22 600X 600 600 600 1.247

SP22 600X 700 600 700 1.455

SP22 600X 800 600 800 1.663

SP22 600X 900 600 900 1.871

SP22 600X1000 600 1000 2.079

SP22 600X1100 600 1100 2.287

SP22 600X1200 600 1200 2.495

SP22 600X1400 600 1400 2.91

SP22 600X1600 600 1600 3.326

SP22 600X1800 600 1800 3.742

SP22 600X2000 600 2000 4.158

SP22 600X2200 600 2200 4.573

SP22 600X2400 600 2400 4.989

SP22 600X2600 600 2600 5.405

SP22 600X3000 600 3000 6.236

SP22 900X 600 900 600 1.729

SP22 900X 800 900 800 2.305

SP22 900X1200 900 1200 3.458

SP22 900X2000 900 2000 5.763
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L: nominal length

200H 300 - 900H

1800 and longer includes center fixing point.


